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                               CAUTION: Prior to installation, read carefully the instructions and recommendations contained in the manual. 
The device must be installed and used in accordance with these instructions. The device is designed for installation in all passen-
ger vehicles with 12-Volt electrical system. The device must be connected to 12V and to negative (GND). The manufacturer and 
retailer are not responsible for any damages resulting from improper installation, use, operation or control of the product differ-
ently from the instructions. Improper interference with the device or its treatment are at risk of damage to the equipment itself or 
vehicle power supply and loss guarantees. For proper operation of the product we recommend to install by professional service.

SYSTEM DESCROPTION
CSH 4 is universal car seat heating for 2 seats. It is an aftermarket product which increases the drivers comfort in winter or cold 
season. It is suitable for the upholstery installation, and does not interfere with the original appearance of the interior or seating 
comfort. Heating is controlled by an additional switch, which affords you five levels of heating, for drivers seat and for passengers seat 
as well. The thermostat maintains an optimal temperature, that automatically turns on and off the heating, according to the preset 
heating level.

SYSTEM INSTALLATION
Attention: Check out if the heating could be installed into the seat and if the heating is functional, before the installation.
 
Find the connection point or wires in the car before the installation, where you will connect the power supply heating. Then dis-
connect the vehicle’s battery (pay attention to the radio code!). Remove the seat into which you mean to install the heating. If the 
vehicle is equipped with side airbags, follow the producers instructions. Do not disconnect connectors unless you have previously 
disconnected the vehicle battery. Also, do not connect the battery again, until the connectors are still disconnected from the seat, 
otherwise the control unit would read the error.

Install the seat back in the car, connect all heating plugs and seat plugs (airbag, electric fittings). Install the heating also into the 
second seat the same way. Check out the heating wiring. If everything is OK, connect the cars battery and test the functionality of 
the seat heating.

The device operation
CSH 4 device provides 5 levels of heating to the user for one and for other seat as well.  The particular levels are graduated of 10 °C. 
The level 1 heats up to 20°C, higher levels rises up to level no.5, which is heated up to 60°C. The set temperature level is maintained 
by built-in thermostat, which automatically turns off the heater, if the set temperature exceeded. 
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Control switch install in a location desired by the 
customer. The most common locations of switch in-
stallation are the center console, space around the 
gear lever, plastics around the seat. After choosing 
a suitable location, prepare a hole for it and install 
switch control of seat heating. Connect the switch to 
the wiring harness.

TECHNICAL PARAMETERS

Power supply Voltage 12V +/- 25%

Operation temperature -30°C to 70°C

Maximum current consuption 5 A

Heating levels 1,2,3,4,5 10,20,30,40,50 °C

heating elements are designed
for long-term use

heating elements are inserted 
under the seat cushion

wire harness and fuses
are placed on an hidden place

thermostat constantly monitors 
the temperature of the seats, for 
drive comfort



Installation process:
Remove the seat off the vehicle. If necessary, remove also the side plastic covers, so then you could also remove the upholstery of the 
seat. The upholstery can be mounted in different ways depending on the type of vehicle.

After the upholstery removed, raise the heating to the seat and compare its dimensions as shown on the picture. If there are rails or 
metal parts in the seat for fixing the upholstery, it is necessary to make holes accordingly into the heater surface. Make holes accord-
ing the “B” cautions to avoid damaging the heating surface by wrong cutting! Indicate the place where to cut the holes in advance. 
Adjust the hole size as necessary, and keep the distance, as shown on the picture.  

Follow the marked spot line and make a hole in the heating surface. Cut the hole also for the thermostat into the heating surface, in 
order not to stick out of the heating surface. Adjust the length of the heating elements according the picture.  

If the heating surface tailored to the cars seat, peel the protective sheet off, from the adhesive tape of the heating surface and stick 
another double sided tape on some proper locations. Heating surface stick on the seat. 

Cut off, the excessive part of the heater, follow the 
picture instructions.

Follow the instruction for the installation of the seat part, also by backrest part installation. If there are the rails or other metal parts 
for the fixing the upholstery on the backrest seat part. Indicate the place where the cut the holes in advance. Adjust the hole size as 
necessary, and keep the distance, as shown on the picture.  

Follow the marked spot line and make a hole in the backrest part of the heating surface. Cut the hole also for the thermostat into the 
backrest heating surface, in order not to stick out of the heating surface. Adjust the length of the heating elements according the 
picture.

If the heating surface tailored to the cars seat, peel the protective sheet off, from the adhesive tape of the heating surface and stick 
another double sided tape on some proper locations. Heating surface stick on the seat. 

Place the upholstery of the seat back into the original position and assembly the seat to its original state. Connect the suitable wires 
of the heating together under the seat and fix it so that it can not prevent the seat to move forwards and backwards. Plug in the 
heater power wires according to wiring diagram and tighten, the opposite part of the wire move under the seat to which you in-
stalled the heater. Place the wires so that not to damage them. 
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